Optical sensor for precise movement of
the mouse pointer

PC- and MAC-compatible due to USB
interface

Precise performance with 1000 dpi
resolution

Easy scrolling with the PowerWheel
Elegant design, ideally suited for
right- and left-handed users
Connection and disconnection during
operation with USB connector
Adapter for PS/2 interface

1 WheelMouse optical
1 Adapter for PS/2 interface
1 Printed manual

FCC, cURus, GS, CE, GOST-R
Microsoft Windows ™ XP

USB or PS/2 interface

Number of buttons:
3 buttons

Cable length:
approx. 1.80 m

Weight:
ca. 135 g (without packaging)
ca. 155 g (with packaging)

Dimensions in mm:
approx. 121 x 63 x 38 mm (without packaging)
approx. 136 x 89 x 48 mm (with packaging)

Current consumption:
typ. 30 mA

Connection:
USB (PS/2 via adapter)

Resolution:
1000 dpi

Frame rate:
1500 per second

Storage temperature:
-15Cto60 T

Operating temperature:
0Cto40<C

Packaging Unit:
40 mice per master carton

27 master cartons per pallet



Order number Housing colour EAN-Code
M-5400 light grey 4025112056789
M-5450 black 4025112056994
M-5410 silver / black 4025112069819
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