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Flanged Lid Version - Polystyrene (1591 Series)

ACCESSORIES

OTHER KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Integral card guides accept 1.5 mm (0.062”) P.C. cards. 1591E includes a removable center brace.

• Two piece lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Molded from economical black polystyrene.

• Lid is secured with self-tapping #4 x 0.5” Philips screws.

Unit assembled with self-tapping

screws...

Economical black

polystyrene material...

Lap joint construction...

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Self-tapping  type, black anodized,

#4 x 0.5”

1591TS100BK - Package of 100

P.C. board standoffs

molded into lid...

P.C. Board Screws

Self-tapping type, used for bosses

in the 1591 lid for P.C. board

installation. #4 x 1/4” (6.4 mm)

1593ATS50   - Package  of 50

1593ATS100 - Package  of 100
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Flanged Lid Version - Polystyrene (1591 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com
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NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.08” (2.0 mm)

Lid (Inside & Edge View) Top View


